Specifikacija

Procesor

Graphika

Chipset

Memorija

Memorijski slotovi

Max Memorije

SSD

Citac kartica

Audio Chip

Zvucnici
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Lenovo
NB Lenovo Legion5 i7-

14650HX/32GB/M.2

1TB/16"WQXG/RTX40608GB/Win11Pr/83D

K| | 1
Dostupnost: NEMA NA STANJU MP cena: 218.190,00 din
Sifra proizovda: 35118 191 390,00 din

Usteda: 26.800,00 din

Intel® Core™ i7-14650HX, 16C (8P + 8E) /24T, P-core 2.2 / 5.2GHz, E-core 1.6/
3.7GHz, 30MB

NVIDIA® GeForce RTX™ 4060 8GB GDDRG6, Boost Clock 2370MHz, TGP 140W

Intel® HM770 Chipset

2x 16GB SO-DIMM DDR5-5600

2xDDR5 SO-DIMM slots, dual-channel capable

do 32GB DDR5-5600 offering

1TB SSD M.2 2280 PCle® 4.0x4 NVMe®

Do 2xdrive-a, 2xM.2 SSD « M.2 2280 SSD up to 1TB

2xM.2 slots « One M.2 2242 PCle® 4.0 x4 slot * One M.2 2280 PCle 4.0 x4 slot

microSD Card Reader

High Definition (HD) Audio, Realtek® ALC3287 codec

Stereo zvucnici 2W x2, optimized with Nahimic Audio
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ndirerd

Microfone

Baterija

Punjac

Dodaci

Displej

Ekran osetljiv na dodir

Tastatura

Boja

Materijal izrade kucista

Dimenzije

Tezina

Operativni sistem

Ethernet

WLAN + Bluetooth

v 1UouUp wiul E-snuuer
2x, Array

Integrisana 80Wh

230W Slim Tip (3-pin)

Al Chip: LA1

16" WQXGA (2560x1600) IPS 350nits Anti-glare, 100% sRGB, 165Hz, Dolby®
Vision™, G-SYNC®, Low Blue Light

Ne
4-Zone RGB Backlit, YU

Luna Grey

Aluminijum (Top), PC-ABS (Bottom)
359.7 x262.3 x 19.7-25.2 mm (14.16 x 10.33 x 0.78-0.99 inches)

2.3 kg (5.07 Ibs)

Windows 11 Pro

100/1000M (RJ-45)
Wi-Fi® 6E, 11ax 2x2 + BT5.2

2x USB-A (USB 5Gbps / USB 3.2 Gen 1)
1x USB-A (USB 5Gbps / USB 3.2 Gen 1), Always On
1x USB-C® (USB 10Gbps / USB 3.2 Gen 2), with PD 140W and



visplayrort'™ 1.4
1x USB-C® (USB 10Gbps / USB 3.2 Gen 2), with DisplayPort™ 1.4
SIERC I e 1x HDMI® 2.1, up to 8K/60HzZ
1x Headphone / microphone combo jack (3.5mm)
1x Ethernet (RJ-45)

1x Card reader

1x Power connector

Firmware TPM 2.0 Enabled

E-shutter

Garancija 2 godine
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